## Service at a Glance Maintenance Intervals

For VNM, VNL, VNR, VNX, VHD and VAH Manufactured Year 2017 GHG and Newer

### Engine

#### Volvo Premium Engine Oil, Filters and Fuel Filters

- **Volvo Premium Long-Life Coolant**
  - Replace
  - **Normal Duty**: Every 60,000 miles / 55,000 km
  - **Heavy Duty**: Every 45,000 miles / 40,000 km
  - **Severe Duty**: Every 35,000 miles / 30,000 km

- **Volvo Premium Fully Formulated Coolant**
  - Replace
  - **Normal Duty**: Every 150,000 miles / 240,000 km
  - **Severe Duty**: Every 300,000 miles / 500,000 km

- **Volvo Premium Fully Formulated Conditioner Coolant Filter**
  - Replace
  - **Normal Duty**: Every 6 months
  - **Severe Duty**: Every 12 months

- **Volvo Premium Long-Life Coolant Filter**
  - Replace
  - **Normal Duty**: Every 12 months
  - **Severe Duty**: Every 12 months

#### Miscellaneous

- **Valve Adjustment**
  - **Normal Duty**: Every 150,000 miles / 240,000 km
  - **Heavy Duty**: Every 300,000 miles / 500,000 km
  - **Severe Duty**: Every 36 months

- **Fan and Accessory Drive Belt**
  - Replace
  - **Normal Duty**: Every 300,000 miles / 500,000 km
  - **Severe Duty**: Every 36 months

- **Volvo Premium Air Filter and Fuel Tank Ventilation Filter**
  - Replace
  - **Normal Duty**: Every 12 months
  - **Severe Duty**: Every 6 months

### Exhaust Aftertreatment System

#### Normal Duty
- **Diesel Particle Filter (Clean)**
  - Replace
  - Every 400,000 miles / 650,000 km

#### Heavy Duty
- **Aftertreatment Hydrocarbon Injector (AHI)**
  - Replace
  - Every 150,000 miles / 240,000 km

#### Severe Duty
- **DEF, Pump and Tank Filler Neck Filter**
  - Replace
  - Every 150,000 miles / 240,000 km

### Transmission and Axles

#### Normal Duty
- **Volvo I-Shift**
  - Replace
  - Every 500,000 miles / 800,000 km

#### Heavy Duty
- **Volvo I-Shift; Volvo I-Shift Severe Duty and Volvo I-Shift with Crawler Gears**
  - Replace
  - Every 500,000 miles / 800,000 km

#### Severe Duty
- **Axles**
  - Replace
  - Every 3 axle alignment

#### Chassis

- **Volvo Premium Chassis Lubrication**
  - Replace
  - Every 15,000 miles / 24,000 km

### Fuel System

#### Normal Duty
- **Power Steering Fluid and Filter (Replace)**
  - Replace
  - Every 150,000 miles / 240,000 km

#### Severe Duty
- **Air Dryer Coalescing Cartridge (Replace)**
  - Replace
  - Every 12 months

---

*These maintenance intervals are general recommendations. Please refer to the appropriate maintenance and lubrication manual for your specific vehicle as the authoritative source for all details on a proper and complete inspection and maintenance plan for your vehicle. Recommended intervals by Miles, Km or Hours whichever occurs first.*